c. Vimar Electrjc

1. Switches and Push Buttons

2. Socket outlets
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1. SWITCHES & PUSH BUTTONS

Blank modules and cable outlets 16540 16542 16541
Grey White

16540 .B Blank module, grooved front

16542 .B Blank module, smooth front

16541 .B  Cable outlet with cord-grip

16540.B8 === 16542.8 === 16541.8 ==

1P 1-way switches 250 V~ \[ 16000 16001 16001.F
Grey White
16000 .B 1P 10 AX 250 V-~ 1-way switch
16001 .B 1P 16 AX 250 V- 1-way switch
16001.F .B 1P 16 AX 250 V- 1-way switch,

with luminescent indicator

16000.B === 16001, Bjaulm— 16001 .EBgi=="

16021 B 1P 16 AX 250 V~ 1-way switch, luminous, 16021 16021.M

for signalling unit.

The signalling unit Is not provided
16021.M B 1P 16 AX 250 V~ 1-way switch, luminous,

for signalling unit - 2 modules.

The signalling unit is not provided

16021.Bass—= 16021.M.B == _—
Ra) o
T— S —
S ¢ ¢

16021.G  .B 1P 16 AX 250 V~ 1-way switch, luminous, 16021.G

for signalling unit - 3 modules.

The signalling unit is not provided

16021.G.B == et
o
T———
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SWITCHES & PUSH BUTTONS

2P 1-way switches 250 V~ \—’1 16016 16016.F 16036

Grey White
16016 .B 2P 16 AX 2560 V~ 1-way switch

16016.F .B 2P 16 AX 250 V- 1-way switch,
with luminescent indicator

16036 .B 2P 16 AX 250 V~ 1-way switch, luminous,
for signalling unit.

The signalling unit is not provided 16016.B —_— 16016.F.B S — 16036.B —
(%)
| — . . | —
“— _-— —
1P 2-way switches 250 V~ L\I 16004 16005 16005.F
Grey White
16004 .B 1P 10 AX 250 V~ 2-way switch

16005 .B 1P 16 AX 250 V~ 2-way switch

16005.F .B 1P 16 AX 250 V-~ 2-way switch,
with luminescent indicator

16004.B === 160058 === 16005.FB ===
16025 .B 1P 16 AX 250 V- 2-way switch, luminous, 16025 16025.M

for signalling unit.
The signalling unit is not provided

16025.M .B 1P 16 AX 250 V-~ 2-way switch, luminous,
for signalling unit - 2 modules.

The signalling unit is not provided
16025.8 - 16026.M Byt o
D ]
~—————
'_- i ———
16025.G .B 1P 16 AX 250 V~ 2-way switch, luminous, 16025.G

for signalling unit - 3 modules.
The signalling urit is not provided

16025.G.B === -
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SWITCHES & PUSH BUTTONS

1P reversing switches 250 V~ ?ﬂ 16013 16013.F

Grey White
16013 .B 1P 16 AX 250 V- reversing switch

16013.F .B 1P 16 AX 250 V-~ reversing switch,
with luminescent indicator

16013.B : 16013.FB ===
— | —
- Cm— -
1P NO push buttons 250 V~ :ﬁl 16080 16080.F 16090
Grey White
16080 .B 1P NO 10 A 250 V- push button, general
symbol

16080.F .B 1P NO 10 A 250 V-~ push button, general
symbol, with luminescent indicator

16090 .B 1P NO 10 A 250 V- push button, general — pa— e
symbol, luminous, for signalling unit. 16060.5 g 16060.RREEEES 16000 B
The signalling unit is not provided 'J
“— — | —
O — — e
16090.M .B 1P NO 10 A 250 V-~ push button, general 16090.M 16090.G
symbal, luminous, for signalling unit
- 2 modules.

The signalling unit is not provided

16090.G .B 1P NO 10 A 250 V-, push button, general
symbal, luminous, for signalling unit
- 3 modules.
The signalling unit is not provided

16090.M.B 16090.G.B —

|

16080.A 16080.E 16080.V

16080.A B 1P MO 10 A 250 V-~ push button, maid symbol

16080.E .B 1P NO 10 A 250 V~ push button, waiter
symbol

16080.v .B 1P NO 10 A 250 V-~ push button, valet symbol

16080.A.B = 16080.E.B === 16080.V.B  se—=
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SWITCHES & PUSH BUTTONS

1P NO push buttons 250 V~ (continued) :\: 16080.A.F 16080.E.F 16080.V.F
Grey White
16080.A.F .B 1P NO 10 A 250 V-~ push button, maid
symbol, with luminescent indicator
16080.E.F .B 1P NO 10 A 250 V-~ push button, waiter
symbol, with luminescent indicator
16080.V.F .B 1P NO 10 A 250 V-~ push button, valet
symbol, with luminescent indicator 16080.A.FB === 16080.E.FB === 16080.V.F.B ===
—— | —— | —
C— - — C—
16080.C .B 1P NO 10 A 250 V- push button, bell symbol 16080.C 16080.H 16081
16080.P .B 1P NOC 10 A 250 V~ push button, key symbol
16081 .B 1P NO 10 A 250 V~ push button, light symbol
16080.C.B === 16080.P.B === 16081.B g lN
16080.C.F .B 1P NO 10 A 250 V~ push button, bell symbol, 16080.C.F 16080.P.F 16081.F
with luminescent indicator
16080.PF .B 1P NO 10 A 250 V~ push button, key symbol,
with luminescent indicator
16081.F .B 1P NO 10 A 250 V- push button, light symboal,

with luminescent indicator

16080.C.F.B 16080.P.F.B 16081.FB=———"
Special 1P push buttons | | 16190 16083 =,
8 "? 2\ 16084
Grey White -
16190 .B 1P NO 10 A push button with lightable name
plate 12-24 V-~ (SELV) for microtube lamp 12-24 V |
3 W o 7x37 mm - 2 modules. SR —
The lamp is not provided . -
16083 .B 1P NC 10 A 250 V- cord-operated push
button, with 1,5 m cord 16190.B o
16084 .B 1P NO 10 A 250 V-~ cord-operated push | |
button, with 1,5 m cord
|
16083.B \ |
o —— 16084.8 I
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SWITCHES & PUSH BUTTONS

Additional 1P push buttons 250 V~ |
S A

Grey White

16101 .B 1P NO 16 A 250 V-~ push button (ON)

16107 .B 1P NO 16 A 250 V~ push button (ON)
with NC 16 A auxiliary contact

16104 .B 1P NC 16 A 250 V-~ push button (OFF)

16110 .B 1P NC 16 A 250 V-~ push button (OFF)

with NO 16 A auxiliary contact

16101
16107

16101.B =
16107.B

16104
16110

16104.B ==
16110.B

Additional 1P push buttons 250 V-~ ‘ﬂl 16121 16126.B
Grey White
16121 B Two independent push buttons
1P NO + 1P NO 10 A 250 V-.
They allow the simultaneous closing of the two circuits and are
thus not sultable for reversing motors (roflers, gates, etc.)
16126.B .B 1P NO 10 A250 V-~ push button + indicator
unit for signalling unit, white diffuser. 16121. B === 16126.8.B ==
The signalling unit is not provided — H”' “ “ i
®
— | —
— C—
16126.V .B As above, green diffuser 16126.V 16126.R 16126.A
16126.R .B As above, red diffuser
16126.A .B As above, orange diffuser

16126.VB . 16126.RB o 16126.AB ——
| | |
1 i I
o — Cc— - -
Special switches 250 V~ 16131 16092 16093

oA

Grey White

16131 .B 1P 16 AX 250 V- switch, 1 NO + 1 NC
independent contacts with single button

16092 .B 1P NC 10 A 250 V-~ push button, general
symbol, luminous, for signalling unit.
Tha signalling unit s not provided

16093 .B 1P 10 A 250 V~ change-over push button,

general symbol, luminous, for signalling unit.
Tha signalling unit ks nat provided

16131.Bat===

16092.E gactmm—
La)
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SWITCHES & PUSH BUTTONS

Switches with

directional arrows 250 V~

Grey White

16140 .B 1P 10 AX 250 V-~ switch (3 terminals) with
directional arrows and central OFF position

16145 .B 2P 10 AX 250 V- switch (6 terminals) with
directional arrows and central OFF position

16150 .B 1P 10 A 250 V-~ 2-way push button
(3 terminals) with directonal arrows and central
OFF position

16155 .B 2P 10 A 250 V- 2-way push button

(6 terminals) with directional arrows and
central OFF position

16140
16145
16150
16155

16140.B
16145.B
16150.B
16155.B

1P key-operated switches 250 V-~ 16160...
16168...
- 16180...
SQesy Whits 16188...
16160 .B 1P 16 AX 250 V-1-way switch
16160.CU .B As above, with unified key codified 000
16160.8 .B 1P 16 AX 250 V~ 1-way switch, key
removable in OFF position only
16160.5.CU .B As above, with unified key codified 000 16160....B;| "=
16168  .B 1P 16 AX 250 V- switch, 1 NO contact 16168...B -
+ 1 NC contact 16180....B
16188....B o
16168.CU .B As above, with unified key codified 000
— i \
- —
16180 .B 1P NO 16 A 250 V-~ push button
16180.CU .B As above, with unified key codified 000
16188 .B 1P 16 A 250 V-~ push button,
1 NO contact + 1 NC contact
16188.CU .B As above, with unified key codified 000
2P key-operated switches 250 V~ 16165...
16185...
Grey White
16165 .B 2P 16 AX 250 V- 1-way switch
16165.CU .B As above, with unified key codified 000
16165.8 .B 2P 16 AX 250 V-~ 1-way switch, key
removable in OFF position only
16165.5.CU.B  Asabove, with unified key codified 000 12} gg----g
16185 .B 2P NO 16 A 250 V-~ push button
16185.CU .B As above, with unified key codified 000
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2. SOCKET OUTLETS

ltalian standard socket outlets 250 V~ 16201 16202
Grey White
16201 .B 2P+E 10 A 250 V-~ SICURY socket outlet
Italian standard P11
16202 .B 2P+E 16 A 250 V- SICURY socket outlet Italian
standard P17
16201.B == 16202.5 ) =
® @
@ @
- €
e p—
16203 B 2P+E 16 A 250 V-~ Bpresa SICURY socket 16203 16205
outlet Italian standard P17/11
16205 .B 2P+E 20 A 250 V- socket outlet with shutters,
for plugs 01074 2P+E 20 A and for plugs 2P
and 2P+E 16 A ltalian standard
16203. By S—n 16205.8, ===
@
@
@
. - T

16209 .B 2P+E 16 A 250 V~ SICURY socket outlet Italian 16210

standard P30 (lateral and central earth
contacts) - 2 modules

16210 .B Universal 2P+E 16 A 250 V-~ socket outlet,
with shutters, for 2P 2,5 A Europlugs, for 2P
and 2P+E 10-16 A plugs ltalian standards, for
2P+E 16 A plugs German standard, for 2P
15 A 125 V- plugs American standard with

) -

non-polarized flat blades - 2 modules. =
Mo earth connection is realized with 2P+E 16 A 250 V- 16209.B 16210.B
Franch standard plug
G e
16211 .B  Universal 2P+E 16 A 250 V-~ socket outlet, 16211

with shutters, for 2P 2,5 A Europlugs, 2P and
2P+E 10 A and 16 A plugs ltalian standards,
2P+E 16 A 250 V German standard

- 2 modules.

Mo earth connection is realized with 2P+E 16 A 250 V-
French standard plug

16211.B e
-
. 0 e
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SOCKET OUTLETS

Socket outlets 250 V~ 16203.R
for dedicated supply lines

16203.R 2P+E 16 A 250 WV~ Bpresa SICURY socket outlet
Italian standard P17/11, red
16209.A 2P+E 16 A 250 V~ SICURY sacket outlet talian 16209.A & 16209.R
standard P30 (lateral and central earth contacts),
orange - 2 modules
16209.R  As above, red
16209.V  As above, green
16209.V
16210.R  Universal 2P+E 16 A 250 V- socket outiet with 16210.R

shutters, for 2P 2,5 A Europlugs, for 2P and 2P+E
10-16 A plugs ltalian standards, for 2P+E 16 A plugs
German standard, for 2P 15 A 125 V- plugs
American standard with non-polarized flat blades,
red - 2 modules.

Mo earth connection is realized with 2P+E 16 A 250 V- French
standard plug
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SOCKET OUTLETS

Socket outlets 250 V with locking device 16213

16213 2P+E 10-16 A 250 V socket outlet French standard
with shutters, and with locking device for the insertion
of special purpose plugs, grey - 2 modules
Supplied with releasing device 01079

16213.B  As above, white - 2 modules

16213.B et

16213.R

16213.R  As above, red - 2 modules

01079 Spare releasing device for socket outlets with locking
device 16213... and 17043..., red

01079 ‘
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SOCKET OUTLETS

Interlocked socket outlets with CB @

Grey White LN

16271 .B 2P+E 10 A SICURY socket outlet Italian
standard P11 interlocked with 1P+N C 10
circuit breaker, supply voltage 120-230 V-~
50-60 Hz, breaking capacity 3000 A
- 2 modules

16273 .B 2P+E 16 A Bpresa SICURY socket outlet talian
standard P17/11 interlocked with 1P+N C 16
circuit breaker, supply voltage 120-230 V-~
50-60 Hz, breaking capacity 3000 A

- 2 modules

16271

16271.8 = —
3
@
@ .

16273

16273.B

i

16276 .B 2P+E 16 A SICURY socket outlet Italian
standard P30 (lateral and central earthing
contacts) interlocked with 1P+N C 16 circuit
breaker, supply voltage 120-230 V- 50-60 Hz,

breaking capacity 3000 A - 3 modules

16276

16276.B

with RCBO

Interlocked socket outlets v
=

Grey White LN

16281 .B 2P+E 10 A SICURY socket outlet Italian
standard P11 interlocked with 1P+N C 10
residual current breaker with overcurrent
protection, supply voltage 120-230 V-~
50-60 Hz, |an 10 mA, breaking capacity 3000 A
- 3 modules

16281

16283 .B 2P+E 16 A Bpresa SICURY socket outlet
Italian standard P17/11 interlocked with 1P+N
C 16 residual current breaker with overcurrent
protection, suppply voltage 120-230 V-
50-80 Hz, |an 10 mA, breaking capacity
3000 A - 3 modules

16283

16283.B ' ===

)

®
- @

- h,

s Lol

MSP, 155 South Miami Avenue, Suite 210 / Miami, Florida 33130 — USA

Tel: +1 (305) 381-9629 / Fax: +1 (305) 381-9633 / WWW.MSP.WS / sales@msp.ws

371



SOCKET OUTLETS

Interlocked socket outlets {INE Tfﬂ

with RCBO (continued) et
S

Grey White LN

16286 .B 2P+E 16 A SICURY socket outlet Italian

standard P30 (lateral and central earthing
contacts) interlocked with 1P+N C 16 residual
current breaker with cvercurrent protection,
supply voltage 120-230 V~ 50-60 Hz,

Ian 10 mA, breaking capacity 3000 A

- 4 modules

16286

16286.8 _—

Shaver supply units

Grey White

16290 .B Shaver supply unit with 20 VA isolating
transformer, input voltage 230 V- 50-60 Hz,
output voltage 120 V~ for 2P 15 A American
standard plugs 125 V~, non-polarized with flat
blades, output voltage 230 V-~ for 2P 2,5 A
Europlugs - 3 modules

16290

16290.Bn —
)
.1-
®
- T— - —

Shaver supply units

The shaver supply unit is provided with a built-in isolating
transformer rated 20 VA, which is protected against overload
and supplied through the push button directly actuated on
insertion of the plug.

The secondary circuit (on which the socket contacts terminate) is
separated from the primary power supply circuit by a double
insulation [@: this makes superflous any additional safety
measure on the socket outlets (shutters).

Technical specifications

= supply voltage: 230 V~ 50-60 Hz

* output voltage:

- 230 V-~ for 2P 2,5 A Europlugs

- 120 V-~ for 2P 15 A 125 V-~ plugs American standard
non-polarized with flat blades

* max load: 20 VA

* built-in overload protection with automatic reset

Conformity to Standards
LV Directive
Standard EN 61558-2-5

Socket-contacts standards

for 2P plugs american standard with 15 A 125 V-
fiat blades non-polarzed

i &?ﬂ%ﬁ@..._i_-ﬂ._
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SOCKET OUTLETS

Other standard socket outlets 16208 16212
Grey White
16208 .B 2F+E 16 A 250 V~ SICURY socket outlet
German standard - 2 modules
16212 .B 2P+E 10-16 A 250 V socket outlet with
shutters French standard - 2 modules
16208.B 16212 Byl S, —_
@
16258 B 2P+E 16 A 250 V~ socket outlet with 162568 16260
shutters, English standard - 2 modules
16260 .B 2P+E 13 A 250 V~ socket outlet with
shutters, English standard - 2 modules
16258.B 16260.B === S
= =
*16225 .B  2P+E 10 A 250 V-~ socket outlet Swiss 16225 16226
standard type 12
*16226 .B 2P+E 10 A 250 V- socket outlet Swiss
standard type 13
16225.B 16226.B A==
L [ ]
16232 .B 2P 15 A 250 V- socket outlet, for 2P plugs 16232 16233
American standards (15 A 125 V~ flat blades
polarized and non-polarized + 15 A 250 V-~ flat
blades) and for 2P plugs with @ 4 mm pins
distance between centres 19 mm
*16233 .B 2P 15 A 250 V~ socket outlet, for 2P plugs
Armerican standards (15 A 125 V~ flat blades
polarized and non-polarized + 15 A 250 V-~
flat blades) and for 2P plugs with @ 4 and 162328  — 162338 =
o 4,8 mm pins distance between centres i i
19 mm ‘
* Only for Countries not members of the EU —
—
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SOCKET OUTLETS

Other standard socket outlets (continued)

Grey White

‘16245 .B

2P+E 15 A 127 V- socket outlet American
and Saudi Arabian standards

16245

16246

16246 .B 2P+E 15 A 127 V~ double socket outlet
American and Saudi Arabian standards
- 3 modules
16245.Bpu 16246.B =~ === =
I l — S
B ®
@ ="
C o— - - — - —
“16247 .B  2P+E 15 A 250 V-~ socket outlet 162%y 16250 16251
American standard
16250 .B 2P+E 10 A 250 V- socket outlet Argentinian
standard
“16251 .B 2P+E 10 A 250 V- socket outlet Chinese
standard
16247.8 == 16250.B . = 16251.Bl
= A 4 N7
— | — | —
- r— * — - TE—
16305 .B 2P 10 A 250 V~ socket outlet, recessed 16305 163060
socket-contacts, for 2P plugs with © 4 mm
pins distance between centres19 mm
"16305.R .B 2P 10 A 250 V-~ socket outlet, recessed
socket-contacts, for 2P plugs with @ 4 mm
pins distance between centres 19 mm, radio
symbol
16305, B 1. 16305.R.B ===
@ @
L) ®
T J——
*16305.T .B 2P 10 A 250 V~ socket outlet, recessed 16305.T, 16305.TV,
socket-contacts, for 2P plugs with @ 4 mm
pins distance between centres 19 mm,
telephone symbol
*16305.TV .B 2P 10 A 250 V- socket outlet, recessed

socket-contacts, for 2P plugs with @ 4 mm
pins distance between centres 19 mm,

television symbol

* Only for Countries not members of the EU

16305.T.Dad—-

16305.TV.B ==
&
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SOCKET OUTLETS

Special socket outlets 16300 16301 16345
Grey White
16300 .B 2P 6 A 24 V (SELV) socket outlet for plug
01620 (@ 3 mm pins distance between
centres 12,4 mm).
For auxiliary circuits
16301 .B 2F 6 A 24 V (SELV) polarized socket outlet for
plugs 01616 and 01617 (1 pine 3 mm and 1 pin 16300.B (‘— 163018 == 163450 2 ——
o 4 mm distance between centres 12,4 mm).
For Hi-Fi installations, HFTR reception, etc. ° - -
16345 .B 2P 6 A 24 V (SELV) polarized socket outlet
for plug 01099 L ® -t
'_‘—' . " 'ﬁ
16332 .B  5-pole DIN 41524 socket connector, 16332

For phonic cirouits, Hi-Fl and similar installations

16332, Bja =

Telephone socket outlets

Grey White
16335 .B RJ11 socket connector, 4 contacts,
screw terminals
16336 .B RJ12 socket connector, 6 contacts,
screw terminals
16337 .B RJ45 socket connector, 8 contacts,
screw terminals
16338 .B Double RJ11 socket connector, 4 contacts,

screw terminals

16335 16338
16336

16337

163358
16336.B
16337.B

16338.B

Other standard telephone socket outlets

Grey

White

16347

.B

Telephone socket outlet, 8 contacts, French
standard

16347

16347.B
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SOCKET OUTLETS

EDP socket connectors

Grey White

16359.1

RJ45 outlet with Netsafe Vimar connector,
category 5e,unshielded, universal wiring
TS68A/B, 8 contacts, 110 type insulation-
piercing terminals

16359.2

RJ45 outlet with Netsafe Vimar connector,
category 5e, shielded, universal wiring
T568A/B, 8 contacts, 110 type insulation-
piercing terminals

16359.3

RJ45 outlet with Netsafe Vimar connector,
category 6, unshielded, universal wiring
TS568A/B, 8B contacts, 110 type insulation-
piercing terminals

16359.1

16359.1.Bp ot

16359.2

16359.2.8 g

1

16359.3

16359.3.8 ===

16358.8 .B

RJ45 outlet with Vimar Netsafe connector
category 5e, unshielded, universal wiring
TS568A/B, 8 contacts, insulation-piercing
terminals

16357 .B

RJ45 outlet with Pouyet connector category 5,
unshielded, universal wiring T568A/B,

8 contacts + earth terminal, insulation-piercing
terminals, frontal selector for analogic or
digital plugs

16358.8

16358.8.B  “—

16357

16357.B ===

16358.1 .B

RJ45 outlet with AT&T/ Lucent
Technologies/Avaya connector (MPS100E)
category 5e, universal wiring TS68A/B,

8 contacts, insulation-piercing terminals

16358.3 .B

RJ45 outlet with AMP connector category 5,
shielded, T56BA wiring, B contacts,
insulation-piercing terminals

16358.5 .B

RJ45 outlet with AMP connector category 5,
shielded, T568B wiring, 8 contacts,
insulation-piercing terminals

16358.6 .B

RJ45 outlet, with AMP connector category 5e,
universal wiring T5684/B, 8 contacts,
insulation-piercing terminals

16358.1
16358.3

16358.1.B
16358.3.B

16358.5
16358.6

16358.5.B
16358.6.B

[ (0

16364.1 .B

RJ45 outlet with Panduit (MINI-COM) connector
category 5e, universal wiring TS68A/B,
8 contacts, insulation-piercing terminals

16364.2 B

RJ45 outlet with Panduit (MINI-COM) connector
category 5e, shielded, universal wiring
T568A/B, 8 contacts, insulation-piercing
terminals

16365.1 .B

RJ45 outlet with R&M Freenet system
connector category Se, unshielded, universal
wiring TS68A/B, 8 contacts, insulation-piercing
terminals

16364.1

16364.1.B ===

16364.2

16364.2.B ===
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SOCKET OUTLETS

Adaptors for EDP connectors 16357.C 16358.C 16364.C
Grey White
16357.C .B Adaptor for RJ45 Pouyet connectors
category 5 and category 6
16358.C .B Adaptor for RJ45 connectors category 5:
* AMP (110 Jack series, Toolless Jack,
Jack MTRJ)
« Lucent Technologies/Avaya (MPS100BH, 16357.C.B . === 16358.c.8 ™ 16364.C.B ===
MPS100E, MPS100E1, MGS200BH
and MGS200BH1)
= Ortronics (Keystone series) I I
16364.C .B Adaptor for MINI-COM Panduit modules
o — U — O —
16365.C .B Adaptor for RJ45 connectors, suitable for the 1680656 18366.C
following systems:
* R&M Freenet system
* |BM Advanced Connectivity System Type C
16366.C .B  Adaptor for RJ MULTI Infra+ connectors
- 2 modules
16365.C B 16366.C. Bl S el
Ll L]
Ce— - -_—-
16367.C .B Adaptor for RJ45 category 5e and category 6 ey
Infra+ Slim, Schneider Electric and Merlin
Gerin connectors
16367.C.B -
—
Dimensions (Mm) Side views show the overall dimensians and the flush depth
2 21 2 20 21 205
~ = M gt A s DAL —— 1 -'_ -_‘:0_5 e -qm.r,
16357.C 16358.C 16364.C 16365.C 16366.C 16367.C
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SOCKET OUTLETS

Coaxial TV-RD-SAT 5-2400 MHz socket outlets

Grey White

16306.01 .B Coaxial TV-RD-SAT 5-2400 MHz socket
outlet, single connection, with IEC 169-2 male
connector, connection attenuation 1 dB.

16306.01

Single connection

Allows the passage of d.c. current and control signals IEC 169-2 male
(24 V 500 mA max).
16306.01.B ==
16306.10 .B Coaxial TV-RD-SAT 5-2400 MHz socket 1238212 Through-line
outlet, through-line, with IEC 169-2 male 16306.20 AT
connector, connection attenuation 10 dB 2 15d8
20 d8

16306.15 .B As above, connection attenuation 15 dB

16306.20 .B As above, connection attenuation 20 dB

16306.10.B
16306.15.B
16306.20.B

IEC 169-2 male

TV-RD-SAT through-line socket outlet installation

Cable drop from below

Cable drop from above

Cable insertion

Closing the cord-grip

MSP, 155 South Miami Avenue, Suite 210 / Miami, Florida 33130 — USA

Dimensions (mm)
Side views show the overall dimensions
and flush depth

36

16306...

378 Tel: +1 (305) 381-9629 / Fax: +1 (305) 381-9633 / WWW.MSP.WS / sales@msp.ws



SOCKET OUTLETS

Coaxial TV-RD-SAT 5-2400 MHz socket outlets 16310.05

Grey White

16310.05 .B Coaxial TV-RD-SAT 5-2400 MHz socket
outlet, single connection, 2 outputs with
IEC 169-2 male and female connectors,
connection attenuation 5 dB - 2 modules.

Allows the passage of d.c. current and contral signals
(24 V 500 mA max) through the famale connector.

16310.06.B = —

Single connection

Ad: 5dB

24V 500 mA max

9 &
IEC 169-2 Uusc 1692
female male

16310.10 .B Coaxial TV-RD-SAT 5-2400 MHz socket outlet,
through-ling, 2 outputs with IEC 169-2 male
and female connectors, connection attenuation
10 dB - 2 medules

16310.15 .B As above, connection attenuation 15 dB

16310.20 .B As above, connection attenuation 20 dB

16310.10.B == _—
16310.15.B
16310.20.B

Through-line

Ad: 10 dB

TV-RD-SAT single connection socket outlet installation

Cable drop from below Cable drop from above

Cable insertion Closing the cord-grip

Dimensions (mm)
Side views show the overall dimensions
and flush depth
a6
B b -

16310...
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SOCKET OUTLETS

Coaxial TV 40-862 MHz socket outlets 16320
16320.S

Grey White 16321
16322

16320 .B Coaxial TV 40-862 MHz socket outlet, single
connection, with IEC 169-2 female connector

*16320.s .B Coaxial TV 40-862 MHz socket outlet, single
connection, with IEC 169-2 female connector
and two cord-grips

*16321 .B  Coaxial TV 40-862 MHz socket outlet 16320.B ===
through-line with IEC 169-2 female connector, 16320.8.B
throughpass attenuation 3 dB, connection 16321.B
attenuation 20 dB 16322.B .

16322 B Coaxial TV 40-862 MHz socket outlet
line-end, with IEC 169-2 female connector,
connection attenuation 20 dB — -

Coaxial F type socket outlets 16331
Grey White
16331 .B Coaxial socket outlet with F type female

connector (IEC 162-24).
For frequencies up to 2400 MHz,
Infout connection with F type male connector 01654,

16331.B =

TE—
Terminal resistors 16330
16330 Z 75 £ terminal resistor for TV-RD-SAT socket
outlets line end, for frequences up to 2400 MHz
08175 Z 75 € terminal resistor, for TV socket outlets
line end
08175 I

* Only for countries not members of the EU

MSP, 155 South Miami Avenue, Suite 210 / Miami, Florida 33130 — USA

380 Tel: +1 (305) 381-9629 / Fax: +1 (305) 381-9633 / WWW.MSP.WS / sales@msp.ws



